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2^ (57) Abstract: The method involves providing ink in a container having deformable walls; placing the container in a dosing system 
comprising a deposit into which a dosage of ink is poured; providing ink in a container with deformable walls that is fitted with means 
for opening the container, supporting the filled or partially filled container in the dosing system; opening the container with the aid 
°f opening means thereby defining a hole and exerting pressure against the walls of said container and against said hole with the 

fs| aid of pressing or flattening means. Due to the deforming properties of the walls of the container and as a result of the flattening of 
the walls, the combined pressing action pushes the ink contained in the container against the hole through which a dosage of ink is 

O poured out 

[Continiia en la pdgina siguiente J 



WO 2004/091913 Al lilQilUlIIIIllOlllIllllDillDI) 



(BW, GH, GM, KE, LS, MW, MZ, SD, SL, SZ, TZ, UG, 
ZM, ZW), euroasiatica (AM, AZ, BY, KG, KZ, MD, RU, 
TJ, TM), europea (AT, BE, BG, CH, CY, CZ, DE, DK, EE, 
ES, FI, FR, GB, GR, HU, IE, IT, LU, MC, NL, PL, PT, RO, 
SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, 
GQ, GW, ML, MR, NE, SN, TD, TG). 



Publlcada: 

— con informe de bus que da internacional 

Para codigos de dos letras y otras abreviaturas, vease la seccidn 
"Guidance Notes on Codes and Abbreviations" que aparece al 
principio de cada numero regular de la Gaceta del PCX 



(57) Resumen: El procedimiento comprende proveer tinta en un envase contenedor de paredes deformables; disponer el envase 
contenedor en un sistema de dosificaci6n, que comprende un dep6sito en que se vierten dosis de tinta; proveer la tinta en un envase 
de paredes deformables, provisto de unos medios de apertura del envase; soportar el envase, lleno o parcialmente Ueno, en el sistema 
de dosificacitfn; abrir el envase por los medios de apertura, determinando una abertura; y ejercer presi6n, por unos medios de presi6n 
y aplastamiento, contra las paredes del envase, contra dicha abertura. La accitfn combinada de compresi6n empuja la tinta contenida 
en el envase, merced a la posibilidad de deformaci6n de las paredes del envase, por aplastamiento de las mismas, contra la abertura, 
por donde sale una dosis de tinta. 



